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REINFORCED CONCRETE PIPE MITER BEND

PIPE DIA. R.C.P. PIPE (MAX MINIMUM BAND
(INCHES ) DEFLECTION PER JOINT | THICKNESS ("A" IN)
24" & SMALLER 1° 30 1%
30" TO 48" 1° 0 2"
64" TO 60" 0° 4% 2%
66" & LARGER 0° a0 3"

2" MIN. TO 6" MAX.

#4 REBAR TIE 6" CAST-IN-PLACE
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EF S Ly R EACH WAY

/

()
(

Y|
/"‘\\
A

e

AVaE:

REINFORCED MIN et RS R L ] ey
CONCRETE PIPE ~ #* l | .
/ PVC PIPE —=l 3" | = INTERIOR FINISH
MIN. MIN. MORTARED ALL AROUND
STORM DRAIN TRANSITION CONNECTION
NOTES:

1. REINFORCED CONCRETE PIPE (R.C.P) SHALL HAVE A MINIMUM OF CLASS Ill RATING.
2. MITER END SHALL BE PRECAST IN PIPE (CUTTING OF PIPE SHALL BE ALLOWED WITH AGENCY ENGINEER APPROVAL).

3. SEE MANUFACTURERS SPECIFICATION FOR MAXIMUM DEFLECTION PER JOINT, AND MINIMUM RADIUS OF CAST-IN-PLACE PIPE.
4. MORTAR SHALL BE CLASS "C" PCC.
5
6

CONCRETE SHALL BE CLASS 470-C-2000.
A STORM DRAIN MANHOLE IS REQUIRED IF MORE THAN 22 1/2° DEFLECTION,
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